
Product Data Sheet
Thermal Overload Relay

General Information & Ratings

Product Code HGT18K/KB
Heater Type 3-Pole, 3 Element

Setting Current [A]
(Min ~ Max)

Nominal Current Range
0.18 0.12~0.18
0.26 0.18~0.26
0.35 0.25~0.35
0.5 0.34~0.5
0.7 0.5~0.7
0.9 0.6~0.9
1.2 0.8~1.2
1.6 1.1~1.6
2.1 1.5~2.1
3 2~3
4.2 2.8~4.2
5 3~5
6 4~6
8 5.6~8
9 6~9
12 8~12

Mounting Method screw
Rated Frequency [Hz] 50 / 60Hz

Control Function

Protection Cover
Test Button

Current Setup Knob
Reset Button (Auto/Manual)

Auxiliary Contact 1NO 1NC (-K), 1NO (-KB)
Maintained

Characteristics

Dimension & Installation

Standards & Certifications

Ambient air temperature for operation -5 ℃ to 40 ℃ (23℉ to 104℉)
Altitude above sea level ≤ 2,000 m (6,562 ft)
Relative humidity to be within 45  to  85 %

Product,  inch  (Width x  Depth x Height) 1.77 x 2.67  x 3.08
Weight (lb) 0.265
Country of Orgin South Korea

Certification UL60947-4-1

Environment

HGT18K/KB


